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OPPULE A LEADING STOCKLISTED INTERNATIONAL BRAND
HGHTING - OPERATIONS IN OVER 70 COUNTRIES
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2018 SALES
1.2 BILLIONS USD

Year on year growth over

ATOP10
GLOBAL LIGHTING BRAND

Number 1in Myanmar,
China, Kuwait ..

6,000 EMPLOYEES
100,000 POINT OF SALE Y

WORLDWIDE /} WORLDWID.E'
3,500 OPPLE brand shops.. 2 Iarg?alcsigric:srtlﬂed

HOLDS MORE THAN 5 CONSECUTIVE TUV CERTIFIED

1900 PATENTS YEARS RANKED R&D LABORATORIES
More than 400 patents are Number 1in sales 400+ R&D team
currently being applied E-commerce on 11/11 event > 25 Millions US$
investment/year
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R&D Center

OPPLE Lighting holds a professional R&D team with more
than 300 members, over 80 of whom hold a master's
degree or above, a post-doctoral research station, and 10
Professional R&D Labs in Shanghai, Zhongshan, Suzhou and
Eorupe. Most of the lab staff have MNC working experience

and extensive research backgrounds, and more than
26% hold master’s or PhD degrees. The two R&D center
have been establishing strategic partnerships with many
world-leading organizations such as Huawei, oneTLED
and Zigbee.
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Industry 4.0

In 2016, the first robot arm was used for
automatic inspection of molds, marking
the official introdution of Industry 4.0.
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Professional Luminaries

General Information

LED DOWNLIGHT HM SERIES

Product Description

Packing
Quantity
(Pcs)

Power Factor 10,7 LEDDOWNLIGHTRC-HM R82-5W-WH-GP 330-400 18
CRI 180 LEDDOWNLIGHTRC-HM R100-6W-WH-GP 420 - 520 18
Base - LEDDOWNLIGHTRC-HM R120-9W-WH-GP 700 - 850 6
Beam Angle 1 75° - 80° LEDDOWNLIGHTRC-HM R175-14W-WH-GP 1100 - 1.400 6
Voltage 1220 - 240 LEDDOWNLIGHTRC-HM R210-29W-WH-GP 2.300-2.700 6
Lifetime (hours) ~ :30.000 LEDDOWNLIGHTRC-HM R210-42W-WH-GP 3.300 - 4.200 6
CCT (K) 13000/ 4000/ 5700
LED DOWNLIGHT ESIII ROUND
- S Power Factor :0,5
/ ( \ \ CRI 180 LEDDOWNLIGHTRC-ESIII R100-6W-WH-NV 450 - 480 30
Base t- LEDDOWNLIGHTRC-ESIII R150-12W-WH-NV 900 - 960 20
r? Beam Angle 1120° LEDDOWNLIGHTRC-ESIII R200-18W-WH-NV 1.350-1.440 10
/‘ r Voltage 1220 - 240 LEDDOWNLIGHTRC-ESIII R200-24W-WH-NV 1.800 - 1.920 10
4 Lifetime (hours) ~ :30.000
. x CCT (K) 13000/ 4000 / 6500
LED DOWNLIGHT ESIII SQUARE
r- Power Factor :0,5
’ / ‘ CRI :80 LEDDOWNLIGHTRC-ESIII ST00-6W-WH-NV 450 - 480 30
\ Base - LEDDOWNLIGHTRC-ESIII S150-12W-WH-NV 900 - 960 20
Beam Angle :120° LEDDOWNLIGHTRC-ESIII S200-18W-WH-NV 1.350 - 1.440 10
(,f - Voltage 1220 - 240 LEDDOWNLIGHTRC-ESIII S200-24W-WH-NV 1.800 -1.920 10
V4 g Lifetime (hours) ~ :30.000
L x CCT (K) 13000/ 4000/ 6500
LED DOWNLIGHT HPF ESIII ROUND
- . | Power Factor 109
/ ( \ A CRI 180 LEDDOWNLIGHTRC-HPF ESIII R100-6W-WH 480 30
h Base - LEDDOWNLIGHTRC-HPF ESIII R150-12W-W 960 20
«'9 Beam Angle :1120° LEDDOWNLIGHTRC-HPF ESIII R200-18W-W 1.440 10
/) 3 Voltage 1220 - 240 LEDDOWNLIGHTRC-HPF ESIIl R200-24W-W 1.920 10
V4 4 & Lifetime (hours) ~ :30.000
. CCT (K) 13000/ 4000 / 6500
LED DOWNLIGHT HPF ESIII SQUARE
Power Factor :0,9
CRI 180 LEDDOWNLIGHTRC-HPF ESIII ST00-6W-WH 480 30
/ ‘ N Base - LEDDOWNLIGHTRC-HPF ESIII S150-12W-W 960 20
Beam Angle :120° LEDDOWNLIGHTRC-HPF ESIII S200-18W-W 1.440 10
h » Voltage 1220 - 240 LEDDOWNLIGHTRC-HPF ESIII S200-24W-W 1.920 10
V4 ¢ Lifetime (hours)  :30.000
- CCT (K) 13000/ 4000 / 6500
LED DOWNLIGHT US
Power Factor 10,5 LEDDOWNLIGHTRC-US R70-4W-6500-WH-GP 230 - 250 60
{ 3 CRI 180 LEDDOWNLIGHTRC-US R85-6W-6500-WH-GP 400 - 450 60
Base - LEDDOWNLIGHTRC-US R125-9W-6500-WH-GP 720 - 765 30
Beam Angle :100° - 110° LEDDOWNLIGHTRC-US R150-12W-6500-WH-GP 960 - 1.020 30
‘ \ Voltage 1220 - 240 LEDDOWNLIGHTRC-US R175-18W-6500-WH-GP 1.440-1.530 16
Lifetime (hours)  :20.000 LEDDOWNLIGHTRC-US R200-22W-6500-WH-GP 1.760 - 1.870 16
CCT (K) 12700/ 4000 / 5700 / 6500
LED SPOTLIGHT HS WHITE
Power Factor 10,5
\ CRI 180
s ¢ < -V Base -
7N Beam Angle :36° LEDSPOTLIGHTRA-HS R70-4.5W-WH-GP 300 - 330 45
\\\w \ Voltage 1220 - 240
Lifetime (hours) ~ :20.000
CCT (K) 13000/ 4000
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LED SPOTLIGHT SILVER

General Information

Professional Luminaries

Product Description

Packing
Quantity
(Pcs)

Power Factor :0,5
CRI :80
Base -
Beam Angle :36° LEDSPOTLIGHTRA-HS R70-7W-WH-GP 400 - 430 45
Voltage :220-240
Lifetime (hours) ~ :20.000
CCT (K) 13000/ 5700
Power Factor :0,5
o CRI :80
£ ) Base - LEDSPOTLIGHTRA-US R70-4W-WH-GP 270 -290 60
i Beam Angle 1240 LEDSPOTLIGHTRA-US R70-6W-WH-GP 400 - 450 60
f m ) Voltage :220- 240 LEDSPOTLIGHTRA-US R70-8W-WH-GP 550 - 600 60
* Lifetime (hours) ~ :20.000
CCT (K) 13000/ 4000/ 5700
LED DOWNLIGHT ESII
Power Factor :0,45-0,5
A\ CRI :80 LEDDOWNLIGHTRC-ESII R100-6W-WH-NV 380 - 400 20
Base - LEDDOWNLIGHTRC-ESII R150-12W-WH-NV 810 - 850 10
Beam Angle :110° LEDDOWNLIGHTRC-ESII R200-18W-WH-NV 1.250 - 1.300 10
' ~ Voltage :220- 240 LEDDOWNLIGHTRC-ESII R200-24W-WH-NV 1.620 - 1.700 10
Lifetime (hours) ~ :30.000
CCT (K 13000 / 4000/ 6000
LED DOWNLIGHT ECOMAX Il SM
Power Factor 10,5
CRI : 80 LEDDOWNLIGHTSM-ESII R100-6W-WH-NV 450 30
Base - LEDDOWNLIGHTSM-ESII R150-12W-WH-NV 1.000 20
Beam Angle :10° LEDDOWNLIGHTSM-ESII R200-18W-WH-NV 1500 10
Voltage :220-240 LEDDOWNLIGHTSM-ESII R200-24W-WH-NV 2.000 10
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000/ 6000
LED DOWNLIGHT ECOMAX Il SM
Power Factor :0,5
CRI : 80 LEDDOWNLIGHTSM-ESII S100-6W-6000-WH-NV 450 30
Base - LEDDOWNLIGHTSM-ESII $150-12W-6000-WH-NV 1.000 20
Beam Angle :110° LEDDOWNLIGHTSM-ESII S200-18W-6000-WH-NV 1500 10
Voltage :220-240 LEDDOWNLIGHTSM-ESII S200-24W-6000-WH-NV 2.000 10
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000/ 6000
LED SPOTLIGHT TRACK UTILITY
l Power Factor 1
CRI 190
{ Base - LEDSPOTSM-U 5W-30D-WH-GP 250 48
2 Beam Angle :30° LEDSPOTSM-U 7W-30D-WH-GP 350 48
" Voltage :220-240
e Lifetime (hours)  :20.000
CCT (K) 13000 / 6500
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Packing

General Information Product Description Q'(‘g(‘__"sty

LED SLIM PANEL ECOMAX

Power Factor 10,95

CRI :U80

Base :G13 LEDSPANELRC-SL SQ595-40W-WH IV 4.000 4
Beam Angle :120° LEDSPANELRC-SL SQ595-40W-WH IV P44 4.000 4
Voltage :220-240 LEDSPANELRC-SL SQ603-40W-WH IV 4.000 4
Lifetime (hours) ~ :30.000

CCT (K) 13000/ 4000 / 6500

LED SLIM PANEL ECOMAX

l Power Factor 10,95
CRI :U8o
Base :G13
] Beam Angle :120° LEDSPANELRC-SL RE295-40W-WH IV 4.000 4
b Voltage 1220 - 240
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000/ 6500
LED SLIM PANEL DRIVER
Power Factor - LEDSPANEL 40W DRIVER 220V - -
; CRI - LEDSPANEL SUSPENDED ROPE 595 - -
%::_z:.‘:__—— i Y Base - LEDSPANEL SUSPENDED ROPE 295 - -
P i :L(?——‘ o Beam Angle - LEDSPANELRC-SL SQ595-SURFACE MODULE-WH - -
= Voltage - LEDSPANEL CLIP 595 - -
Lifetime (hours) ~ :- LEDSPANEL CLIP 295 - -
CCT (K) -

Www.opple.com/en o Opple Lighting Indonesia @opplelightingindonesia
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Smart Control 15yrs Care Free IP66 Waterproof Dustproof Rustproof 1K08 Shockproof Wide Withstand
Against Heavy Seas Voltage

Packing

General Information Product Description Ql(lggsts'ty

LED HIGHBAY PERFORMER IV

Power Factor 10,95
CRI :u70 LEDHIGHBAY-P4 80W-GY-GP 12.400-12.800 2
Base :- LEDHIGHBAY-P4 110W-GY-GP 17.050 2
Beam Angle 160°/100° / 60°+100° LEDHIGHBAY-P4 155W-GY-GP 24.025 - 24.800 2
Voltage :AC100 - 240 LEDHIGHBAY-P4 215W-GY-GP 32.250 - 33.325 2
Lifetime (hours) ~ :70.000
CCT (K) 14000/ 5700
LED HIGHBAY ECOMAX I

Q Power Factor 10,95
CRI :u8o LEDHIGHBAY-E Il 50W-GY-GP 6.500 2

= Base :- LEDHIGHBAY-E IIT00W-GY-GP 13.000 2
Beam Angle 160°/90° LEDHIGHBAY-E Il 150W-GY-GP 19.500 2

- Voltage :AC220- 240 LEDHIGHBAY-E Il 200W-GY-GP 26.000 2
Lifetime (hours) ~ :50.000 LEDHIGHBAY-E 1l 240W-GY-GP 31.200 2
CCT (K) 15700
LED HIGHBAY ECOMAX ACCESSORY

Power Factor -
CRI - HIGHBAY-E Il POLE-MOUNTED ACCESSORY - 8
Base - HIGHBAY-E Il WALL-MOUNTED ACCESSORY - 8
Beam Angle :- HIGHBAY-E Il REFLECTOR ACCESSORY 100W - 8
Voltage - HIGHBAY-E Il REFLECTOR ACCESSORY 150W - 8
Lifetime (hours) @ - HIGHBAY-E Il REFLECTOR ACCESSORY 200W - 8

CCT (K) -
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Packing

General Information Product Description Q?ﬁ?stjty

LED LOWBAY ECOMAX I

Power Factor 10,95 LEDLOWBAY-E I T00W-SL-GP 10.000 1
CRI :U80 LEDLOWBAY-E I 150W-SL-GP 15.000 1
Base - LEDLOWBAY-E Il 200W-SL-GP 20.000 1
v Beam Angle 160°/ 90° LEDLOWBAY-E II 35W-SL-GP 3.500 2
Voltage :AC220- 240 LEDLOWBAY-E Il 50W-SL-GP 5.000 2
Lifetime (hours) ~ :30.000 LEDLOWBAY-E I 70W-SL-GP 7.000 2
CCT (K) 15700
LED CANOPY PERFORMER
Power Factor 10,95
CRI :U80
Base i LED CANOPY-P 120W-MB-R 12.600 - 13.800 1
Beam Angle 160° /100° LED CANOPY-P 120W-WB-R 12.600 - 13.800 1
Voltage 1AC 220 - 240
Lifetime (hours)  :60.000
CCT (K) 14000 / 5700
LED CANOPY PERFORMER
Power Factor 10,95
B CRI :U80
Base - LED CANOPY-P 120W-MB-C 12.600 - 13.800 1
Beam Angle 160°/100° LED CANOPY-P 120W-WB-C 12.600 - 13.800 1
Voltage :AC 220 - 240
Lifetime (hours)  :50.000
CCT (K) 14000/ 5700
LED CANOPY PERFORMER
.I I Power Factor 10,95
CRI :U80
Ir..... - Jmli Base -
\ I Beam Angle : Asymetric LED S LIGHT-P 120W-AS-P 13.800 1
N\// Voltage :AC220- 240
| . — Lifetime (hours) ~ :60.000
| CCT (K) 15700
-
LED WATERPROOF UTILITY3
Power Factor :0,5/09
CRI :u8o
Base - LED WATERPROOF-U3 L600-20W-FR-GP 2.200 16
Beam Angle :130° +110° LED WATERPROOF-U3 L1200-40W-FR-GP 4.400 12
Voltage :AC 220 - 240 LED WATERPROOF-U3 L1500-60W-FR-GP 6.600 12
Lifetime (hours) ~ :30.000
CCT (K) 14000 / 6500
LED WATERPROOF UQ SERIES
’ Power Factor 10,95
CRI :U8o
~ Base - LED WATERPROOF-UQ L600-7.5W-FR-GP 620 30
Beam Angle 1130° +110° LED WATERPROOF-UQ L1200-15W-FR-GP 1.300 30
Voltage :AC 220 - 240 LED WATERPROOF-UQ L1200-30W-FR-GP 2.850 30
Lifetime (hours)  :30.000
CCT (K) 14000/ 5700
LED WATERPROOF EP SERIES
Power Factor 1
CRI - LED WATERPROOF-EP L600-2T-DB-GP / 10
S Base - LED WATERPROOF-EP L1200-2T-SG-GP / 8
- — Beam Angle i LED WATERPROOF-EP L1200-2T-DB-GP / 8
o ‘ Voltage : AC100-240V (Follow LED T8) LED WATERPROOF-EP L1500-2T-SG-GP / 8
- > > < Lifetime (hours)  :-
- . CCT (K) -
N
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General Information

LED FLOODLIGHT ECOMAX I

Professional Luminaries

Product Description

Packing
Quantity
(Pcs)

Power Factor 10,95
CRI :U8o LED FLOODLIGHT-E Il 30W-GY-GP 2.400 - 2.500 18
Base - LED FLOODLIGHT-E Il 50W-GY-GP 4.000 - 4.200 12
Beam Angle :40°+80° LED FLOODLIGHT-E Il 70W-GY-GP 5.800 - 6.000 6
Voltage 1220 - 240 LED FLOODLIGHT-E Il TOOW-GY-GP 9.200-9.400 6
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000/ 6000

LED FLOODLIGHT ECOMAX H
Power Factor 10,95
CRI :U80
Base - LED FLOODLIGHT-E I1150W-GY-GP 13.650 - 15.000 4
Beam Angle 160° / 72°+428° LED FLOODLIGHT-E Il 200W-GY-GP 18.200 - 19.500 4
Voltage :220-240
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000/ 5700

LED FLOODLIGHT ECOMAX BRACKET
Power Factor -
CRI -
Base - FLOODLIGHT ECOMAX 2X150W BRACKET - 1
Beam Angle - FLOODLIGHT ECOMAX 2X200W BRACKET - 1
Voltage -
Lifetime (hours) ~ :-
CCT (K) -

LED FLOODLIGHT ECOMAX llI
Power Factor 10,95
CRI :U8o LED FLOODLIGHT-E Il 150W-GY-GP 19.500 3
Base - LED FLOODLIGHT-E Ill 200W-GY-GP 26.000 3
Beam Angle :45° / 80° /120°+30° LED FLOODLIGHT-E Il 250W-GY-GP 32.500 3
Voltage :220-240 LED FLOODLIGHT-E Il 300W-GY-GP 39.000 3
Lifetime (hours) ~ :50.000
CCT (K) 13000/ 4000/ 5700
Power Factor 10,95
CRI :U80
Base - LED FLOODLIGHT-EQII 30W-GY-GP 2.700 - 2.850 10
Beam Angle - LED FLOODLIGHT-EQII 50W-GY-GP 4.500 - 4.750 6
Voltage :80° LED FLOODLIGHT-EQII T00W-GY-GP 9.000 - 9.500 6
Lifetime (hours)  :25.000
CCT (K) 13000/ 4000 / 5700

LED FLOODLIGHT EQH
Power Factor 10,95
CRI :U80
Base - LED FLOODLIGHT-EQ 150W-GY-GP-SPD 14.250 - 15.000 4
Beam Angle - LED FLOODLIGHT-EQ 200W-GY-GP-SPD 19.000 - 20.000 4
Voltage 135x80°
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000 / 5700

LED FLOODLIGHT EQ
Power Factor 10,95 LED FLOODLIGHT-EQ 10W-6500-GY-GP-VLT 800 8
CRI :U80 LED FLOODLIGHT-EQ 20W-6500-GY-GP-VLT 1600 8
Base - LED FLOODLIGHT-EQ 30W-6500-GY-GP-VLT 2400 8
Beam Angle :100° - 120° LED FLOODLIGHT-EQ 50W-6500-GY-GP-VLT 4.000 6
Voltage :220-240 LED FLOODLIGHT-EQ 70W-6500-GY-GP-VLT 5.600 6
Lifetime (hours)  :30.000 LED FLOODLIGHT-EQ 100W-6500-GY-GP-VLT 8.000 4
CCT (K) 13000/ 4000/ 6500
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Packing

General Information Product Description Q‘(‘Sggty

LED OUTDOOR SPOT ECOMAX I
Power Factor :0,5
CRI : 80
Base - LED OUTDOOR SPOT-EIl 9W-4000-8D-GY-GP 580 - 810 12
Beam Angle 18°/12°/24° / 36° LED OUTDOOR SPOT-EII 18W-4000-8D-GY-GP 1.440-1.700 6
Voltage :220-240 LED OUTDOOR SPOT-EIl 36W-4000-8D-GY-GP 2.560 - 3.260 4
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000
LED OUTDOOR SPOT ECOMAX SPIKE
Power Factor -
CRI -
Base -
Beam Angle - LED OUTDOOR SPOT-E SPIKE-BL - 20
Voltage -
Lifetime (hours)  :-
CCT (K) -
LED INGORUND ECOMAX
Power Factor -
« €= CRI : 80
Base -
Beam Angle :15° / 30° LED INGROUND-E TW-GP 70 20
Voltage 124 DC
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000
LED INGROUND ECOMAX
@ ) (@)
o3 Power Factor -
' ' CRI : 80 LED INGROUND-E 3W-GP 270 8
Base - LED INGROUND-E 6W-GP 550 8
Beam Angle :20° / 45° LED INGROUND-E 15W-GP 1.400 4
2

) & )

@ = Voltage 124 DC LED INGROUND-E 36W-GP 3.200
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000

LED BOLLARD ECOMAX

— — Power Factor 10,5

‘ ‘ CRI 180
Base -
Beam Angle - LED BOLLARD-E2 H500 10W-BK-GP 480 6
Voltage :AC100 - 240
Lifetime (hours) ~ :25.000
CCT (K) 13000 / 4000/ 5700

www.opple.com/en o Opple Lighting Indonesia @opplelightingindonesia
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Packing

i ipti Quantity
General Information Product Description (Pes)

LED STREETLLIGHT EQ SERIES

Power Factor :0,9/ 0,95
CRI :U80/ u70
Base - LEDSTREETLIGHT-EQ20W-GY-GP2 1.950 - 2.050 12
Beam Angle :150°+70° LEDSTREETLIGHT-EQ 40W-GY-GP 3.680 - 4.000 6
Voltage :AC220- 240 LEDSTREETLIGHT-EQ 60W-GY-GP 7.000 - 7.500 6
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000/ 5700
LED STREETLIGHT EQ SERIES
Power Factor 10,95
CRI :u70
Base -
Beam Angle :150°+70° LEDSTREETLIGHT-EQ60W-GY-GP2 7.200 - 7.500 6
Voltage :AC 220 - 240
Lifetime (hours) ~ :50.000
CCT (K) 13000/ 5700
LED STREETLIGHT EA SERIES

Power Factor 10,95
CRI :u70
Base o= LED STREETLIGHT-EAM 80W-GY-GP 8.000 - 8.800 1
Beam Angle :150°+88° LED STREETLIGHT-EAM 100W-GY-GP 10.000 - 11.000 1

3 Voltage :AC100 - 240
Lifetime (hours) ~ :30.000
CCT (K) 13000/ 4000/ 5700

www.opple.com/en o Opple Lighting Indonesia @opplelightingindonesia
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Packing

i ipti Quantity
General Information Product Description (Pes)

LED STREETLIGHT PQ SERIES

b Power Factor 10,95
= CRI :U70
- Base :- LEDSTREETLIGHT-PQ 100W-LG-GP 11.500 - 12.000 2
Beam Angle 1150°+70° LEDSTREETLIGHT-PQ 120W-LG-GP 13.200 - 14.400
7 Voltage :AC220-240 LEDSTREETLIGHT-PQ 150W-LG-GP 15.000 - 16.500
% Lifetime (hours) ~ :50.000

CCT (K) 13000/ 4000/ 5700

NN

OPPLE EMERGENCY ESCAPE SIGN (Recessed/Suspended/Wall-Mounted)

Power Factor - OP-BLZD-1LROE | 3W-Z104-Re-EXIT - 20
E X I T CRI - OP-BLZD-1LROE | 3W-Z104-Re-DEXIT - 20
- Base - OP-BLZD-1LROE | 3W-Z104-Re-LEXIT - 20
Beam Angle - OP-BLZD-1LROE | 3W-Z104-Re-REXIT - 20
Voltage :AC 220 - 240 OP-Z104-Recessedbox - 60
Lifetime (hours) ~ :20.000 OP-BLZD-2LROE I 3W-Z103-Sp-EXIT-D - 40
CCT (K - OP-BLZD-2LROE | 3W-Z103-Sp-EXIT-D - 40
OP-BLZD-2LROE | 3W-Z103-Sp-DEXIT-D - 40
OP-BLZD-1LROE | 3W-Z103-Wall-EXIT-S - 40
{ OP-BLZD-1LROE I 3W-Z103-Wall-EXIT-S - 40
{ OP-BLZD-1LROE | 3W-Z103-Wall-EXIT-S - 40
OP-BLZD-1LROE | 3W-Z103-Wall-REXIT-S - 40
LED SOLAR STREET ECOMAX
Power Factor -
CRI :u70 LED SolarStreet-EA 50W-GD-GP 8.000 1
Base - LED SolarStreet-EA 60W-GD-GP 9.600 1
Beam Angle - LED SolarStreet-EA 70W-GD-GP 11.200 1
Voltage 1AC 220 - 240 LED SolarStreet-EA 90W-GD-GP 14.400 1
Lifetime (hours) ~ :50.000
CCT (K) -

OPPLE SOLAR POLY
Power Factor -
CRI - OPL-Solar-Poly PV-130W-18V-GP - 35
Base . OPL-Solar-Poly PV-160W-18V-GP - 25
Beam Angle - OPL-Solar-Poly PV-200W-18V-GP - 35
Voltage - OPL-Solar-Poly PV-260W-18V-GP - 25
Lifetime (years) ~ :25
CCT (K) -

OPPLE SOLAR LiFePO4

Power Factor -
CRI - OPL-Solar-LiFePO4-12.8V-54Ah/W CC -

== Al. Base - OPL-Solar-LiFePO4-25.6V-42Ah/W CC -

Beam Angle i- OPL-Solar-LiFePO4-25.6V-50Ah/W CC -
H Voltage - OPL-Solar-LiFePO4-25.6V-60Ah/W CC -
Lifetime (cycles) :2

CCT (K) -

NN N

www.opple.com/en o Opple Lighting Indonesia . @opplelightingindonesia



—
w

=
[T]
=
-
w
©
£
a
o

LED BULB

10

A

YRS

SNEW

Professional Lighting

90%

+

Light
Transmittance

ErP

COMPLIANCE

Ra>80

High Effeciency

Ultimate Quality

20000
hrs

Super Long
Lifespan

¥

Tav

20,000 On-Off

Eye Care

RGO

No Blue Light

»

Flicker Free

TUV Approved

)

650°C Antiflaming

General Information

OPPLE
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A

Y

3yrs Warranty

Product Description

Light Source

— OPPLE

OPPLE
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o
A

LAAAA_L
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Packing
Quantity
(Pcs)

LED ECOMAX STICK LAMP

Power Factor :0,5
CRI :80 LED-E-STICK-E27-8W-CT 800 - 900 100
Base JE27 LED-E-STICK-E27-TTW-CT 1,100 - 1.200 100
Beam Angle :180° LED-E-STICK-E27-13W-CT 1.300 - 1.450 100
; Voltage :220 - 240 LED-E-STICK-E27-15W-CT 1.500 - 1.700 100
l"" l‘L llJ l‘l’ l'v w Lifetime (hours) :20.000
CCT (K) 23000/ 4000 / 6500
LED ECOMAX BULB

Power Factor 05 LED-E1-P45-E27-3WK-CT 220 - 250 100
CRI :80 LED-E1-P45-E27-5WK-CT 400 - 450 100
Base E27 LED-E1-A55-E27-7WK-CT 600 - 650 50

Beam Angle :180° LED-E1-A60-E27-9WK-CT 750 - 810 50
Voltage 1220 - 240 LED-E1-A70-E27-12WK-CT 1.050 - 1.150 50
Lifetime (hours) :20.000 LED-E1-A70-E27-14WK-CT 1.300 - 1.400 50

U: CCT (K) 23000/ 4000 / 6500

LED ECO SAVE1 HIGH POWER BULB
Power Factor :0,5
CRI :80 LED-ECO SAVET-HPB-E27-20WK-CT 2.000 20
c - Base “E27 LED-ECO SAVE1-HPB-E27-30WK-CT 3.000 20

Beam Angle :200° LED-ECO SAVET-HPB-E27-40WK-CT 4.000 10
Voltage 1220 - 240 LED-ECO SAVE1-HPB-E27-50WK-CT 5.000 8
Lifetime (hours) :20.000

b i CCT (K) 16500

www.opple.com/en

o Opple Lighting Indonesia @opplelightingindonesia
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Light Source

Packing

General Information Product Description Ql(lggsf;ty

LED ECOMAX2 SPOT LAMP

Power Factor -

—_— CRI >80
= Base :GUS.3 LED-E2-MR16-5W-36DK-CT 380 -400 100
Beam Angle :36° LED-E2-MR16-6W-36DK-CT 480 - 500 100
H Voltage 112 A/DC LED-E2-MR16-8W-36DK-CT 700 - 760 100
Lifetime (hours) :20.000
(N CCT (K) 12700/ 4000 / 6500

LED ECOMAX2 SPOT LAMP

Power Factor :0,5
,_:S_ 2= CRI >80
Base :GX5.3 LED-E2-GX5.3-4.5W-36DK-CT 400 - 430 100
Beam Angle :36° LED-E2-GX5.3-6W-36DK-CT 500 - 550 100
Voltage 1220 - 240 LED-E2-GX5.3-8W-36DK-CT 720 - 760 100
Lifetime (hours) :20.000
L CCT (K) 12700/ 4000/ 6500

LED ECOMAX2 SPOT LAMP

=T — Te Power Factor 10,5
- CRI :>80
Base :GX5.3 LED-E2-GX5.3-5W-DIM-36DK-CT 400 100
Beam Angle :36° LED-E2-GX5.3-6W-DIM-36DK-CT 500 100
Voltage :220- 240 LED-E2-GX5.3-7.5W-DIM-36DK-CT 650 - 690 100
Lifetime (hours) :20.000
11 CCT (K) 12700/ 4000 / 6500

LED ECOMAX FILAMENT BULB A60

- \ Power Factor 10,5
( i CRI 180
\ Base 1E27 LED-E-A60-E27-4W-FILAK-CT-TR 470 100
"\ Beam Angle :360° LED-E-A60-E27-6W-FILAK-CT-TR 806 100
Voltage 1220 - 240 LED-E-A60-E27-8W-FILAK-CT-TR 1.055 100
Lifetime (hours) :20.000
CCT (K) 12700

LED ECOMAX FILAMENT BULB ST64

Power Factor 10,5

CRI 180

Base 1E27 LED-E-ST64-E27-4W-FILAK-CT-TR 470 40
Beam Angle :360° LED-E-ST64-E27-6W-FILAK-CT-TR 806 40
Voltage 1220 - 240 LED-E-ST64-E27-8W-FILAK-CT-TR 1.055 40
Lifetime (hours) :20.000

CCT (K) 12700

www.opple.com/en o Opple Lighting Indonesia @opplelightingindonesia
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LED BATTEN
BRIGHTER THAN BRIGHT

Professional Lighting

2%
+

Light
Transmittance

-
Ultimate Quality
@ TV 95% EMC @
. suo etfciency
Anti-shock 650°C Antiflaming TUV Approved Energy Saving EMC Approved 2yrs Warranty
Eye Care Intimate Experience
RGO e (& coo 18m EZ
No Blue Light Flicker Free Plug and Play Solid Connection Long Connection All-Match
Lymen 5acki{1?
i inti uantity
Photo General Information Product Description (Im) (Pes)
LED ECOMAX1 T5 BATTEN
Power Factor 10,5 LED-E1-T5 BATTEN-310MM-3.5W 300 30
CRI 175 LED-E1-T5 BATTEN-570MM-7W 600 30
Base - LED-E1-T5BATTEN-870MM-10.5W 900 30
Beam Angle - LED-E1-T5 BATTEN-1170MM-14W 1.200 30
> Voltage 1220 - 240 LEADER CABLE 30
Lifetime (hours) :20.000 JUMPER CABLE(TWO PIN TO TWO PIN) 30
CCT (K) 13000 / 4000/ 5700
LED UTILITY T8 EMPTY BATTEN
= = 5 Power Factor
}L i CRI -
Lo — Base :G13 LED-U-T8 EMPTY BATTEN-600MM-TTR-CT - 10
4 = - Beam Angle - LED-U-T8 EMPTY BATTEN-1200MM-TTR-CT - 10
Voltage 1220 - 240 LED-U-T8 EMPTY BATTEN-1200MM-SINGLE-CT - 30
Lifetime (hours) :
CCT (K)
LED UTILITY T8 EMPTY BATTEN 1200MM
B
Power Factor
CRI
= —— Base -
B A" ) Beam Angle - LED-U-T8 EMPTY BATTEN-1200MM-DBL-CT - 30

¥ 1% Voltage
Lifetime (hours)
CCT (K)
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LED T8 TUBE

TRUE COLOR
WITH PROFESSIONAL LIGHT

Professional Lighting Intimate Experience
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150+ O X 7] —
m/W L B T @ L —=
High Efficiency Uniform Luminance Uniform Ra>80 Easy to Fix Multi-Options
Light Colors
Ultimate Quality Eye Care
50000 o EMC > DEKRA 95% @ RGO 3
frs+ e
Super Long Surge 1500V EMC Approved Dekra Approved Energy Saving 2yrs Warranty No Blue Light Flicker free
Lifespan

Packin?
y

B it Quanti
General Information Product Description (Pes)

LED UTILITY1 T8 TUBE

Power Factor :0,5
CRI 170
Base :G13 LED-T8-U1-S-9W-600MM-II 900 - 950 25
Beam Angle 1200° LED-T8-U1-S-18W-1200MM-II 1.800 - 1.900 25
Voltage 1220 - 240
Lifetime (hours) :15.000
CCT (K) 13000/ 4000 / 6500
LED ECOMAX1 T8 TUBE
Power Factor :>0,9
CRI :>80
Base :G13 LED-E1-T8-600MM-10W-GLASS-CT 950 - 1100 25
Beam Angle :1200° LED-E1-T8-1200MM-20W-GLASS-CT 2.000 - 2.100 25
Voltage 1220 - 240
Lifetime (hours) :20.000
CCT (K) 13000/ 4000 / 6500

LED PERFORMER1 T8 TUBE

Power Factor :0,9

CRI 180

Base :G13

Beam Angle :200° LED-P1-T8-1200MM-18W-120LM/W-PC 2.200 25
?—}Lﬁ Voltage 1220 - 240

Lifetime (hours) :40.000

CCT (K) 14000/ 6500

LED PERFORMER2 T8 TUBE

Power Factor :0,9
CRI 180
Base :G13
Beam Angle 1200° LED-P2-T8-1200MM-15W-150LM/W-PC 2.200 25
- Voltage :220-240
- Lifetime (hours) :50.000
CCT (K) 16500
LED UTILITY T8 TUBE
Power Factor :0,5
CRI 170
Base :G13 LED-T8-U2-DBL-9W-600MM-II 900 - 950 25
Beam Angle :200° LED-T8-U2-DBL-18W-1200MM-II 1.800 - 1.900 25
Voltage :220-240
Pt Lifetime (hours) :15.000
ball CCT (K) :3000/ 4000 / 6500

www.opple.com/en o Opple Lighting Indonesia @opplelightingindonesia
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LED STRIP

36 o

: + SDCM<5
Higher Light Uniform

Brightness Transmittance Light Col

Ultimate Quality
13000 D @ |§/%v Co @

Syrs Care Free 650°C Antiflaming Anti-shock Energy Saving Nemko Approved 2yrs Warranty

Eye Care

RGO »

No Blue Light Flicker Free

Intimate Experience

= Ev

Easy to Fix All-Match
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General Information Product Description (Pes)

LED ECOMAX STRIP DC 12V BARE

Power Factor :0,9
CRI >80
Y/ Base -
4 Beam Angle :120° LED-E-12/2835-01-6W/60-BARE-5M 620 - 680 80roll
& o Voltage :DC12
/ Lifetime (hours) :15.000
CCT (K) 12700/ 3000/ 4000
LED ECOMAX STRIP DC 12V TUBE
= Power Factor :0,9
CRI :>80
Base -
Beam Angle :120° LED-E-12/2835-01-6W/60-TUBE-5M 590 - 660 40roll
Voltage :DC12
~ Lifetime (hours) :15.000
——— CCT (K) 12700/ 3000 / 4000 / 6500

LED ECOMAX STRIP DRIVER DC 12V

Power Factor :0,9

CRI -

Base - LED-E-STRIP-DRIVER-30W-DC12V - 20
Beam Angle - LED-E-STRIP-DRIVER-60W-DC12V - 20
Voltage 1220 - 240

Lifetime (hours) :25.000

CCT (K) -

LED ECOMAX STRIP DC 24V TUBE

Power Factor :0,9

CRI 180

Base - LED-E-24/2835-5W/42-TUBE-10M 570 Troll
Beam Angle - LED-E-24/2835-10W/98-TUBE-10M 1.100 Troll
Voltage 124

Lifetime (hours) :20.000

CCT (K) 13000/ 4000 / 6500

LED ECOMAX STRIP DC 24V

Power Factor :0,9

CRI 180

Base - LED-E-24/2835-5W/42-BARE-10M 570 - 600 Troll
Beam Angle - LED-E-24/2835-10W/98-BARE-10M 1.100 - 1.200 Troll
Voltage :DC24

Lifetime (hours) :20.000

CCT (K) 13000/ 4000 / 6500

LED ECOMAX STRIP DRIVER 24V

Power Factor g

T — CRI - LED-E-STRIP-DRIVER-60W(1*2)-24CV - 1
Base - LED-E-STRIP-DRIVER-60W(1*1)-24CV - 1
! Beam Angle - LED-E-STRIP-24V-INPUT CONNECTOR-5A-BARE - 20
- Voltage 124 AC LED-E-STRIP-24V- MIDDLE CONNECTOR-5A-BARI - 20
‘ Lifetime (hours) :20.000 LED-E-STRIP-FIXING CLIP-TUBE - 100
CCT (K) -

LED STRIP HV 220V

Power Factor 11,0
CRI : 80
Base -
- Beam Angle :120° LED-STRIP-2835-HV-8W/M-50M-DBL 550 Troll (50M)
Voltage :220-240
Lifetime (hours) :115.000
CCT (K) 13000/ 4000
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OPPLE MEETING INTERNA

LIGHTING  SAFETY, QUALITY & SUSTA

Facility Certifications Product Quality Cert

INDUSTRY STANDARD CERTIFICATIONS:
Safety and local energy efficient approbation

International: CB , EMC
EU: CE, ENEC, SKG
Local: NEA, GS, CCC, TISI, SIRIM, SASO, BIS, e

1S09001 Quality Management
SA 8000 Social Accountability
1SO14000 Environment Management
OHSA18000 Occupational Health and Safety Manage!

OPPLE

PT.OPPLE LIGHTING INDONESIA INTERNATIONAL OPPLE INDIA OFFICE

JI. Pluit Selatan Raya No.1 1124, DLF Tower B, Jasola District Center
Ruko CBD Pluit Blok A No.21 New Delhi 110025, India

Jakarta Utara - Indonesia +9111 4988 1800,/1888

OPPLE DUBAI OFFICE customercare.india@opple.com

Unit 2802, 1 Lake Plaza, Cluster T, OPPLE EUROPE OFFICE

JLT, Dubai, UA.E Meerenakkerweg 1-07
+00971-4-4424572 5652 AR Eindhoven, The Netherlands
GlobalService@OPPLE.com +31 (0)88 0567888

OPPLE SHANGHAI OFFICE Service@opple.com

Building V3, The Mixc,1799 Wuzhong Road,
Minhang District, Shanghai, China

ZIP: 20103
+86 213855 0000
intersales@opple.com

WWW.OPPLE.COM/EN

DISTRIBUTOR OPPLE DI INDONESIA

PT. ADIKA MITRA SEJAHTERA

Promenade Taman Asri Blok TA 11, J1. Raya Taman
Asri, Waru, Sidoarjo, Jawa Timur, Indonesia

ZIP: 61256

+(62)812-5982-8676

info@amitrasejahtera.com
https://amitrasejahtera.com/






